
ELOTEX 60W 

ELOTEX® 60W is a very hard redispersible polymer 

powder based on a copolymer of vinyl acetate and 

ethylene. lt acts as an organic binder to enhance the 

adhesion ability, cohesion, and workability of 

corresponding building materials, such as ready-mix dry 

mortars. Mortars modified with this product exhibit 

neutral rheology, improved dry adhesion, and increased 

abrasion resistance. ELOTEX® 60W shows low emission 

levels of volatile organic compounds (VOC), allowing 

manufacturers to formulate finished products in 

accordance with eco-labelling requirements, such as 

EMICODE. 

Specifications 

Appearance 

Polymer base 

Protective colloid 

Additives 

Bulk density 

Residual moisture 

Ash content, 950 •c 

pH, 10% redispersion in water 

Minimum film forming temperature 

Free flowing white powder 

Vinyl acetate-ethylene copolymer 

Polyvinyl alcohol 

Mineral anti-block agents 

400-700 g/1

≤ 1.0 % 

9.0-12.0 % 

6.0-9.0 

+12 ·c





This information is based on our present state of knowledge and is intended to provide general notes on our 
products and their possible uses. However, we do not assume any liability whatsoever for the accuracy or 

completeness of the information contained herein. lt should therefore not be construed as an expressed or 
implied warranty of specific properties of the products or for its suitability for a particular use. Any existing 

industrial property rights must be observed. The quality of our products is governed by our General Conditions 
of Sale. In every case we urge and recommend that purchasers before using any product in full scale production 
make their own tests to determine to their own satisfaction whether the product is of acceptable quality and is 

suitable for their particular purposes under their own operating conditions. The customer may forward, distribute, 
and/or photocopy this document only if unaltered and complete, including all of its headers and footers, and should 

refrain from any unauthorized use. Don't copy this document to a website. 

ELOTEX® is a registered trademark of Celanese 
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